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PVC WINDOW SYSTEMS

Our Company

Video

HOME –
MASTERPIECE 
OF A LIFETIME

HOME –
MASTERPIECE 
OF A LIFETIME

PAGEN, which has been operating since 1998, is one of the leading Polish 

manufacturers of PVC and aluminium joinery systems. While 

manufacturing windows, entrance doors, terrace doors, roller shutters 

and garage doors we rely on strategic cooperation with well-known 

profile manufacturers, such as SCHUCO and SALAMANDER in the PVC 

products segment and SCHUCO, ALUPROF and ALURON in the 

Aluminium. 

The hardware is supplied by WINHKHAUS, whereas low-emission glazing 

units are provided by EffectGlass S.A. Garage doors and roller shutters 

manufactured by PAGEN are equipped with Smart Home systems

and Somfy and Sommer drives.

Our PVC and Aluminium products are valued in Poland, Germany, Austria, 

Italy, the Netherlands, Belgium, France, Ireland, Great Britain

and even in Canada, USA and Australia. The development of our

own network of showrooms and international activity contributes to 

strengthening the position of the Polish window and door joinery industry, 

which is the export leader in Europe. 

WINDOWS    DOORS    SHUTTERS    GARAGE DOORS

PAGEN Sp. z o.o.

32-864 Gnojnik 699

kontakt@pagen.pl

www.windowspagen.com

Lift&Slide System – HST evolutionDrive

Specification:

▪ Welded joint in patented  V-PERFECT® technology

▪ 5-chamber frame profile with an install. depth of 194 mm 

▪   5-chamber sash profile with a depth of 82 mm

▪ Glazing with units up to 52 mm (triple-glazed unit)

▪ Four-point locking system with micro-ventilation 

▪ Constructions up to 6 meters wide

▪ Steel reinforcement and excellent structural stability 

▪ Thermal transmittance up to Ud = 0.72 W/(m²K)

PSK Tilt&Slide System – duoPort SK-Z

0,8
2W/m K

Uw

Slide System – evolutionDrive Plus+

Specification:

▪ Thermal insulation – Uw up to 0,71 W/(m²K)

▪ Sound proof – 44 dB

▪ Maximum daylight exposure thanks to low-profile frames

▪ High tightness and efficiency

▪ Protection against wind and driving rain

▪ Hardware integrated into the profile

▪ Easy opening with minimal effort

▪ Quiet sliding mechanism for the sash

Specification:

▪ Maximum sliding width of 3 meters

▪ Maximum height up to 2.5 meters

▪ Comfortable handle control

▪ High tightness

▪ Integrated cleaning brushes

▪ Latching mechanism for easy closing

▪ Automatic tilt function

▪ Easy upgrade for enhanced security

▪ High hardware stability

A comfortable solution that does not absorb living 

space. The system is equipped with a special handle

with controls, making it easier to tilt, slide, and close 

even very heavy sashes.

Scheme A
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Scheme D

Scheme C

Scheme C



Liczba komór w ramie  

Większa ilość komór zapewnia lepszą izolację termiczną

PROFIL

KLAMKA

STANDARDOWY PAKIET SZYBOWY

BEZPIECZEŃSTWO

Szerokość ramy

Większa grubość profilu pozwala na zwiększenie ilości komór

Liczba uszczelnień na obwodzie  

Większa ilość uszczelek podnosi  szczelność okna

Wzmocnienie stalowe  

Gwarantuje niezmienność kształtu

Pakiet szybowy 
Większa ilość komór zapewnia lepszą izolację termiczną

Współczynnik przenikania ciepła  
Niższy współczynnik gwarancją lepszej izolacji termicznej

Wypełnienie argonem
Gaz szlachetny poprawia izolację termiczną 

Standardowa liczba grzybków oraz zaczepów 
antywyważeniowych w skrzydle RU

Standardowa liczba grzybków oraz zaczepów 
antywyważeniowych w skrzydle R

FUNKCJONALNOŚĆ

Mikrowentylacja
Pozwala na rozszczelnienie okna i poprawę wymiany powietrza

Zatrzask balkonowy 
Przytrzymuję skrzydło w pozycji zamkniętej bez użycia klamki 

Stopniowanie uchyłu 
Daje możliwość regulowania stopnia odchylenia skrzydła

Listwa podokienna z uszczelką 
Zapewnia szczelność pomiędzy parapetem a oknem

Wypełnienie wrębu 
Ułatwia zachowanie okna w czystości  

Klasa profili

Lepsza klasa to większa grubość ścianek profilu 

Number of chambers in the frame  

Higher number of chambers provides better thermal insulation

PROFILE

HANDLE

STANDARD GLAZING UNIT

SAFETY

Frame width

Greater profile thickness allows to increase the number of chambers

Perimeter seals  

Higher number of seals improves window tightness

Steel reinforcement  

Provides shape stability

Glass unit

 
Glass U-value

Lower glass U-value provides better thermal insulation

Argon filling

Noble gas improves thermal insulation

Standard number of octagonal bolts and anti-burglar 

latches in turn and tilt sashes

Standard number of octagonal bolts and anti-burglar 

latches in turn sashes

FUNCTIONALITY
Microventilation

Allows unsealing the window and improving the air exchange

Balcony door latch 

Holds the sash in the closed position without the use of a handle 

Tilt regulation 

Enables the precise regulation of the window sash

Window strip with the seal 

Provides tightness between the windowsill and the window

Premium Line Arte

▪ 6 chambers profile 82 mm

 3 gaskets▪

 Triple glazing package (0.5 W/m²K)▪

 SWISSPACER warm edge▪

Profile class

The better class, the greater thickness of the profile walls

Fitting groove filling

Helps to keep the window clean 

Premium Line MD

Premium Line 82 adds a whole new dimension to the concept of energy conservation. The use of a center gasket in the frame further 

improves the thermal and acoustic properties of your windows. The sophisticated sealing system provides reliable protection against 

the effects of the weather and makes your home comfortable at any time of the year.

Glass:
Triple Glazing 
unit 0,5 W/m²K

Gaskets:
Additional heat seal 
middle gasket

Mahogany 26Walnut 21

Swamp oak 25

Anthracite 70

Standard colors*:

Creme 59 Nebraska

Schiefergrau Matt 34

White Antic 39

Anthracite satin 88

Dark Brown 71

Energy efficiency in a new dimension

Steel reinforcement:
Galvanised steel reinforcement 
inside window frame

82 mm

▪ 6 chambers

 82 mm profile▪

 3 gaskets▪

 Triple glazing package (0.5 W/m²K)▪

Golden oak 51

Wypełnienie wrębu 
Ułatwia zachowanie okna w czystości  
Handle rotation blockade - avoids window sagging in the long 

term and prevents errors in window operation

* A complete list of colors is available at:

  www.windowspagen.com

ENERGY EFFICIENCY SAFETY ESTHETICS WARRANTY

Y E A R S

ENERGY EFFICIENCY SAFETY ESTHETICS WARRANTY

Y E A R S

Handle type increases the security of householders 

Concealed hinges – activPilot Topstar

A modern fitting, completely hidden under the sash 

rebate. Its elegant and compact design, made of 

exceptionally durable steel, ensures the safe use

of windows with sash weights of up to 130 kg. 

Hardened plates in critical areas reduce wear, while 

the well-thought-out construction allows for easy 

installation, adjustment, and comfortable operation.

Fitting with secure ventilation function

In comparison to traditional tilt and turn fitting 

systems, the activPilot Comfor t PADK has

an additional function of parallel positioning

of the sash to the frame. In this position, a gap

of 6 mm is created between the sash and the frame, 

which allows natural ventilation when the window

is securely locked.

Graduated tilt

Convenient function enabling the sash to be placed 

in several positions from minimum opening to tilt.

It allows adjusting the intensity of ventilation 

depending on the needs and temperature outside. 

Perfect and aesthetic combination
of V-PERFECT RS technology

proEvolution MD

▪ 5-chamber profile 72 mm

3 gaskets▪ 

Triple glazing package (0.6 W/m²K)▪ 

 SWISSPACER warm edge▪

0,84
2W/m K

Uw

proEvolution AD
Uw = 0,87 W/m²K 

0,7
2W/m K

Uw

ENERGY EFFICIENCY SAFETY ESTHETICS WARRANTY

Y E A R S

Premium Line AD
Uw = 0,8 W/m²K 

0,7
2

W/m K

Uw
F9

F4

F1

BrownWhite

F2

Black 1033Black 1005

Eco

Eco Arte

Comfort

Comfort Arte
Classic

Premium Line 

Arte

Premium Line

MD
Classic

Premium Line

AD

proEvolution

MD

proEvolution

AD

5

73 mm

2

plastikowa biała

2-szybowy

4/16/4

Ug=1,1 W/m²K

1

stal w ramie

i skrzydle

B

5

73 mm

2

aluminiowa

biała lub brązowa

Ug=1,1 W/m²K

2

stal w ramie

i skrzydle

A

6

82 mm

3

aluminiowa
biała lub brązowa

secustic

3-szybowy
4/18/4/18/4
ciepła ramka

Ug=0,5 W/m²K

2

stal w ramie

i skrzydle

A / B

5

70 mm

2

2-szybowy

4/16/4

Ug=1,1 W/m²K

2

stal w ramie

i skrzydle

B

2 22

6

82 mm

3

aluminum
secustic

Ug = 0,5 W/(m²K)

2

in sash

and locked in frame

B

6

82 mm

3

Ug = 0,5 W/(m²K)

2

in sash

and locked in frame

A

5

72 mm

2

Ug = 0,6 W/(m²K)

In sash and frame

B

5

72 mm

3

1

In sash and frame

B

2 2

Ug = 0,6 W/(m²K)

5

70 mm

2

2-szybowy

4/16/4

Ug=1,1 W/m²K

2

stal w ramie

i skrzydle

B

2

aluminiowa

biała lub brązowa

6

82 mm

2

1

B

aluminum

Ug = 0,5 W/(m²K)

2

in balconies

aluminum
secustic

aluminum aluminum

3-glazing package
4/18/4/18/4

SWISSPACER warm edge

3-glazing package
4/18/4/18/4

SWISSPACER warm edge

3-glazing package
4/18/4/18/4

SWISSPACER warm edge

3-glazing package
4/16/4/16/4

SWISSPACER warm edge

3-glazing package
4/16/4/16/4

SWISSPACER warm edge

In sash and frame

Uw

0,84 
W/m²K 

Uw

0,74 
W/m²K 

Uw

0,74 
W/m²K 


